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 January 5 - January 11, 2010 
 Pragati Maiden, New Delhi, India   
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 Sincerely welcome your visit at our booth.  
    

 

iSCAN-II / D91 Latest Versions (October & November, 2009)

 

 

 

iSCAN-II IMS2 PORSCHE V1.00 English/Chinese 2009-11-13

iSCAN-II VASS V2.02
English/Chinese/Japanese
/Spanish

2009-11-13

iSCAN-II SMART V2.00 English/Chinese/Japanese2009-11-13
iSCAN-II HYUNDAI V2.01 English/Chinese 2009-11-06
iSCAN-II SAAB V1.01 English/Chinese/Japanese2009-10-29
iSCAN-II LANDROVER V2.01 English/Chinese/Japanese2009-10-29
iSCAN-II HONDA V2.01 English/Chinese/Japanese2009-10-28
iSCAN-II TOYOTA V2.01 / V1.01 SP6 English/Chinese/Japanese2009-10-27
D91-RENAULT V2.51 English/Chinese/Japanese2009-11-13
D91-SAAB V2.51 / V2.01 English/Chinese/Japanese2009-10-29
D91-PEUGEOT V2.51 English/Chinese/Japanese2009-10-27
D91-CITROEN V2.51 English/Chinese/Japanese2009-10-27

 

VeDiS Yearly Update Project (YUP) Software

 

 
 
 Software releases monthly for D91-EURO PRO YUP 2009 / D91-ASIAN PRO YUP 2009  
 YUP customers, please get the updates from web site.  
 

 

Technical Guidance

 
 Mercedes-Benz: W220 S320 Activate radio code  
   



     
    
    Procedures on iSCAN-II:  
   
  1. Select Vehicle Diagnostic -> select EUROPEAN 
   

 

 Introduction of W220 S320 Activate radio code:  
 
 There are 2 situations that the radio unit would be locked and the "CODE" will show  
 on the screen. It is necessary to use the scanner and enter D2B system to activate  
 the radio code. Then, the radio will work normally.  
 
 1) Repalce the battery 
 2) The car is under maintenance and disconnected the power supply 
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 MENU  f

 
  2  Component Test System 
      (External Modules)    
  3  IMS2 (Interface Module 
      Simulation System) 
80 OBD-II Standard Compliant  

  1  Vehicle Diagnostic

2  

 

 Vehicle Diagnostic  

    2  [ASIAN] 
   3  [USA] 
 
 

   1  [EUROPEAN]



 

 
  2. Select MB software -> select the mode, ex. S-Class 
 

 
  3. Select the model, ex. 220 -> select Control Unit 
 

 
  4. Select INFO. AND COMM. -> select Audio, Video, nagivation and telematics (D2B) 
  

      iSCAN-II(V1.04)USEN 
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 EUROPEAN  f 

 

  1  [BMW GT2] 
  2  [VASS] 
  3  [OPEL] 
  4  [French PKG] 

  6  PORSCHE 
      iSCAN-II(V2.00)USEN 
  7  VOLVO  
      iSCAN-II(V2.00)USEN 
  8  JAGUAR 
      iSCAN-II(V2.00)USEN

  5  MB  
      iSCAN-II(V2.00)USEN 
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 MODEL SELECTION  f

 

  1  A-Class 
  2  C-Class 
  3  E-Class 

  5  SLK-Class 
  6  CLK-Class 
  7  SL-Class 
  8  CLS-Class 
  9  CL-Class 
10  M-Class 
11  G-Class 
12  V-Class Transporter

  4  S-Class 
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 S-Class     

 

  1  221 
  2  220 (after 09/2002) 

  4  140 
  5  126 
 
 

  3  220 (up to 08/2002)
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 S-Class 220      

 
  1  Short Test 

  3  Quick serving 
 
 
 

  2  Control Unit
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 220 S-CLASS  

 

  1  DRIVE 
  2  CHASSIS 
  3  BODY 

  5  SEATS AND DOORS 
  6  AIR CONDITIONING 
 

  4  INFO. AND COMM.
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 INFO. AND COMM.     

 

  1  ICM-Instrument cluster with 
      maintenance interval display 
  2  SCM-Steering column module 
  3  PTS-Parktronic system 

  5  Audio, Video, navigation and 
      telematics (MOST)  

  4  Audio, Video, nagivation and 
      telematics (D2B)

 



   
  5. Select D2B-COMMAND or AUDIO 
 

  
  6. Select Adaptation -> select Activate radio code number 
 

 
  7. Follow the instructions on screen, and press ENTER to continue.  
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 AV/Nav/TeleCom (D2B)  

 

  2  CDC-CD changer 
  3  VCS-Voice control system 
  4  SOUND-Sound system 
  5  CTEL 1-Cellular telephone 1
(D2B) 
  6  CTEL 2-Cellular telephone 2
(D2B) 
  7  TV-TV tuner 
  8  TELE AID (K-wire) 
  9  DN-Dynamic navitation by 
means 
      of CTEL (K-wire)  

  1  D2B-COMMAND or AUDIO
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 D2B     

 

 
  MB No.                      220 820 07 86 
  Supplier                               BECKER 
  Hardware date                     29/99 
  Software date                       49/99 
  Diagnosis index                      12/4 
  Manufacture date            20.11.99 
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 D2B  

 

  1  ECU version 
  2  Read Fault Code 
  3  Clear Fault Code 
  4  Data Stream 

 
 

  6  Adaptation
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 Adaptations     

 

  1  Specified configuration D2B 
      components 
  2  TV parameters 

 

  3  Activate radio code number
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 Activate radio code  

 
 Note: - It's only necessary to 
 activate the radio code number  
 when the radio is operated for the  
 first time. 
 
 Press ENTER to continue.
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 Activate radio code   

 
 Note: - Activating means that the 
 corresponding code number has to 
 be entered each time the power 
 supply is connected. 
 
 Press ENTER to continue.

 



 
  8. Press ENTER to activate -> The radio code is activated. 
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 Activate radio code  

 
 Note: - Activation is only possible 
 once and cannot be canceled. 
 
 Press ENTER to activate 
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 Activate radio code   

  The code nubmer is activated. 
 
 Press (X) Exit to exit. 
 

 

 


