
 

 

 

                               

 

   

 

 

 

                                           

Autoland Update Procedure 
1.Downloading Software 

Double Click on Icon 

Right Click on this icon on the Taskbar, then select 

“Option” to check ID and P/W or Select “Status” to 

continue if ID and PW have been entered previously. 

Check that ID and PW are correct or 

input ID and PW and then press 

‘Save Options’ 

Place mouse over “Autoland Scientech” 

Box and left click to order s/w 

Enter Login ID and P/W 

Select Scan tool type on left 



 

 

 

 

 

 

 

 

 

Vedis 11 Selected in this case 

Next, Click on Vedis11 Software 

Upgrade  

Click on Vedis-11 Serial Numbers 

Click on the latest S/W   eg:  ‘Vedis11 YUP 2013 by Package’.                                                           

Click on Vedis11 Deluxe YUP 2013 EN (or if only one manufacturer is to be downloaded, click 

on Details and then select the manufacturer required instead) After this the files will appear 

on the right as shown above.                                                                                                      

SPECIAL NOTE: for iScan11 and iScan11WT, European & Asian s/w need to be 

selected for downloading separately to each other and will be separate orders. 

 



 

 

 

 

 

 

 

 

 

Select the PSM (Serial #) by clicking on the down 

arrow next to ‘Please Select’ 

Next Click Order 



 

 

 

 

 

 

 

 

 

Once the number of files appear in the 

“Amount” window, click on proceed. 

Now click on “Send Software” and once finished, click on “exit” 

If more Vehicles are to be selected for downloading, return to the 

previous section and repeat procedure, otherwise, go back to 

member and Log out. 



 

 

 

 

 

 

 

 

 

Once you exit the internet and go back to the desktop, you should 

see software starting to download onto your computer. Be patient if 

the software hasn’t started downloading yet, give it a little time. 

NOTE: The software downloads will go to the ‘Autoload’ folder on 

C:/ drive into a folder called ‘Order’. 

;: 

Once all s/w has 

been downloaded, 

the Status will show 

‘No Order’ again. 

You are now ready to connect the Autoland to your PC and begin updating it. 

Note:  Sometimes, this 

window will disappear.  

The s/w will still 

download, so after 20-

30 mins you can check 

all files have 

downloaded into the 

Autoload/Order folder. 



 

 

 

 

 

 

 

 

 

 

 

 

Autoland Update Procedure 
2.Updating ScanTool 

Connect the Autoland Scan Tool to your PC via the USB cable (Do not connect the Scan tool to power) 

Double Click on this Icon 

PC Side 
Scan Tool Side 

Warning!! If your PC operating system is XP, please download and install the 

“PSM 3 Patch for XP SP3.ZIP” and reboot the PC BEFORE connecting the 

Autoland to the PC!! 

Important! 

Before Loading new s/w, please delete all s/w from the Scan Tool side 

EXCEPT for the ‘obd11 file’ (if updating an iScan11) or the ‘System File’ (if 

updating a Vedis11 or iScan11WT). You can delete the obd11 file on Vedis11 

and iScan11WT but not the ‘System File’. 

This page will appear 

WARNING!       

NEVER PRESS 

‘Re-Initialize’ 

when updating 

iSCan11WT 



 

 

 

 

 

 

 

After deleting the necessary files from the right hand side, click on ‘Load’ and search the computer for the 

‘Autoload Folder’. Open the latest ‘Order Folder’. Select all the files and press ‘Open’. 

After this you will see the files load up onto the left hand side as shown in the screen below. 

Once files are loaded, press ‘Burn’ 

When all files have been installed and the message ‘Program OK, Do you want to exit?’ 

appears, you can close the program and disconnect the scan tool. Connect the Scan tool to a 

vehicle and allow any system files to update, then you’re ready to go! 

Note:  If asked if you 

want to install the 

System File (or OBD11 

file on iScan11) click yes. 


